Bulletin of Electrical Engineering and Informatics 
Vol. 12, No. 6, December 2023, pp. 3402~3415 
ISSN: 2302-9285, DOI: 10.1159 1/eei.v12i6.5668 O 3402 


Developments in scan shift power reduction: a survey 


Vijay Sontakke, John Dickhoff 


Networking and Edge Group, Intel Corporation, Allentown, United States of America 


Article Info 


ABSTRACT 


Article history: 


Received Jan 1, 2023 
Revised Apr 5, 2023 
Accepted Apr 24, 2023 


Keywords: 


Low power test 


While power reduction during testing is necessary for today's low-power 
devices, it also lowers test costs. Scan-based methods are the most widely 
used approach for testing integrated circuits (IC). Test vectors are shifted 
into and out of scan chains bit by bit during shift operation. The time 
required for shift operation dominates the test time. With the geometries 
shrinking (7 nm—5 nm—3 nm—1.8 nm), ICs are required to be tested for 
newer defects, increasing test time. The most effective way to reduce test 
time for scan operation is to increase the frequency of the shift operation. 
Reduction in shift power enables scan operation to be performed with 
increased frequency, reducing test time, and test cost. This paper presents a 


Reordering . survey of techniques proposed recently for shift power reduction. Various 
Scan segmentation techniques, including special flip-flop usage, segmentation, reordering, and 
Shift power low-pass filter, are being reviewed. The techniques are organized based on 
Switching power main attributes to underscore their similarities and differences. Pros and cons 
Test power in terms of complexities involved in their implementation are discussed. We 
believe this paper will provide a point of reference for further studies in scan 

shift power reduction and will be helpful to both industry and academia. 
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1. INTRODUCTION 

With the advances in integrated circuit (IC) manufacturing technology, a complementary metal-oxide 
semiconductor (CMOS) IC contains billions of transistors. However, limited battery capacity, high cooling 
costs, and circuit reliability are only some factors that made it necessary to consider power consumption during 
IC design [1]. In a full scan sequential circuit, scan flip-flops replace all functional flip-flops and operate in two 
modes: shift and capture. In shift mode, scan flip-flops are connected as shift registers or scan chains directly 
accessible from a tester. This mode is used to load a test vector through shift-in or observe a test response 
through shift-out for the combinational portion of the sequential circuit. In capture mode, scan flip-flops operate 
as functional flip-flops and load the test response of the combinational portion to a test vector into themselves in 
preparation to shift out later in shift mode. 

A circuit consumes more power in scan mode than in the normal mode since; i) a large portion of 
scan circuitry embedded in a circuit is often idle at any given instant during normal operation, ii) a high 
toggle rate is used to increase test efficiency, and iii) parallel testing is frequently employed to reduce the test 
application time. Average power and peak power need to be constrained due to this. Industry uses the 
following solutions to alleviate these constraints [2]; however, the test cost increases when these approaches are 
followed since they result in increased test time or using expensive equipment. 

- Increase in size of power supply, packaging, and cooling: the drawback of using these solutions is that 
both hardware costs and test application time increases with it. 
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- Using reduced frequency: this increases test time, and a few of the dynamic faults might get masked, 
resulting in a loss in defect coverage. 

- Partitioning of the chip and testing a few portions at a time instead of the whole chip: this allows for 
detecting dynamic faults but increases hardware overhead, test time, and total energy. 

This paper presents a survey of recently proposed scan shift-power reduction techniques. Section 2 
provides background and motivation for the study, while section 3 presents a classification of the techniques based 
on critical parameters. Sections 4 and 5 review the techniques, section 6 presents a summary and discusses the pros 
and cons of the techniques. Finally, section 7 concludes this paper with a discussion of future directions. 


2. BACKGROUND 

Generally, test power dissipation, which consists of shift and capture power dissipation, is 
significantly higher than functional power dissipation [3]. Excessive test power dissipation may result in 
permanent damage to a circuit, reduce the circuit's reliability due to accelerated electromigration, or yield 
loss due to faulted test results caused by IR-drop [4]. On the other hand, reducing the power dissipation 
increases the lifetime and reliability of the circuit [1]. Reduction in test power is also vital to improve battery 
life for portable electronic devices as they use periodic self-test during remote testing. For two reasons, 
power reduction by minimizing switching activity (SA) is the primary technique researched to reduce scan 
shift power: i) the signal SA could be doubled or even more in the test mode than in the functional mode [3] 
and ii) while reduction methods involving supply voltage and global clock period reduce circuit performance, 
techniques involving minimizing SA do not introduce performance degradation. 

During the scan-in and scan-out phases of the scan operation, the effect of scan ripple propagates to 
the combinational block, which results in redundant switching. Since vectors are loaded in scan cells via 
serially shifting in test data bit by bit, the distribution of specified bits determines the SA in the circuit under 
test (CUT). It is being found that different combinations of values based on their locations have a different 
impact on the shift power dissipation [5]. The estimation of shift power caused by the logic value differences is 
calculated using weighted transition metric (WTM). The shift power in the ith test vector is estimated as (1) [6]: 


N-1 F 
WTM; = DS (Sij (S> Sij+1) xJ d) 
where N represents the number of scan cells and Sj; is the logic value of the j scan cell in this test vector. 


2.1. Previous surveys on low power test 

Basker and Arulmurugan [7] presented a survey on low-power testing of very large-scale integration 
(VLSI) circuits, which summarizes power reduction techniques, including scan reordering, clock splitting, bit 
swapping linear feedback shift register (LFSR), and pattern generator for built-in self-test (BIST). It also 
describes basic x-filling techniques like 0-fill, 1-fill, and MT-fill. Another survey for test power minimization 
is presented in [8]. Along with shift power reduction techniques for regular-scan, it summarizes power 
reduction when scan compression methodologies are being used. These two surveys were presented in the 
years 2012 and 2013, respectively, and researchers have presented multiple techniques focussing on shift 
power reduction afterwords. This paper attempts to summarize those advances. 


3. CLASSIFICATION 

For scan testing, patterns are generated either using an automatic test pattern generator (ATPG) tool 
or a BIST pattern generator. Power reduction during shift mode is achieved by structural modification or 
optimizing the patterns. Several techniques have been presented in the literature for shift power reduction. 
Tables 1 and 2 provides their classification based on the common principle being used. 


Table 1. Techniques for design for test (DFT) architectures using ATPG 


Sr. Technique Type 

1 Special scan cell Structural 

2 Segmentation and using non-overlapping or staggered clocks Structural 

3 Modifying scan path Structural 

4 Ordering chains based on logic connectivity Structural 

5 Ordering chains based on pattern contents Structural 

6 Ordering chains using both logic connectivity and pattern contents information Structural 

7 Pattern modification Pattern optimization 
8 _ Pattern reordering Pattern optimization 
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Table 2. Techniques for DFT architectures using BIST 


Sr. Technique Type 

1 Counter to generate single input change (SIC) sequences Structural 
2  Low-pass filter Structural 
3 Weight-based segmentation Structural 
4 Bit-swapped LFSR Structural 
5 Biased circuitry for pattern generation Structural 
6 Target deterministic BIST Structural 


4. TECHNIQUES FOR DESIGN FOR TEST ARCHITECTURES USING ATPG 
4.1. Special scan cell 

Special scan cells are presented in [9]-[13]. They block the functional output going to the 
combinational logic during test mode, thereby reducing redundant switching during shifting. Different 
techniques are used to block functional output during shift operation. Figure 1(a) shows a cell that uses 
separate latches, while the cell in Figure 1(b) uses gated control signals to block toggling. The scan cells in 
[12], [13] additionally retain the last capture value. They preserve the combinational logic state when the cell 
changes mode from functional to shift, which helps to reorder patterns effectively for minimizing power. 
Though the fanout of the scan port of the cell is usually one and so redundant toggle on it during functional 
mode results in minimal additional power, the cell presented in [10] blocks it saving the additional power 
during functional operation. Special scan cell which can be used to save power during shift operation 
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Figure 1. Scan cells with gated functional output during shifting, (a) cell with separate latches for functional 
and scan path [13] and (b) trimodal scan cell [11] 


The cell in [9] removes the slave part in a conventional scan cell. Also, its scan path sees two fewer 
inverters and one less transmission gate. SA in the scan cell is minimized during shift operation due to the 
reduced number of cells on the scan path. The cell in [13] uses a separate path for shift purposes. The 
functional slave latch is disabled during the shift operation, eliminating redundant switching in combinational 
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logic driven by the cell during shifting and reducing toggles in the cell itself. Furthermore, the cell retains 
captured value after changing to shift mode, a valuable property for pattern reordering. 

Cao et al. [10] presented a scan flip-flop with a data retention feature. It contains separate slave 
latches for functional and shifts purpose. The latch for shifting is also used for data retention in the sleep 
mode, thereby alleviating the extra area cost for test purposes. In addition, the cell eases the hold-time 
requirement for the test path by elongating the delay. However, one disadvantage of this cell is an increased 
delay in a functional path that reduces normal operation frequency. Also, the cell area is larger as it uses 16 
extra transistors compared to the conventional data retention flip-flop. On the other hand, the scan cell in [18] 
eliminates the scan mux from a functional path, improving performance during the functional mode. 

Mrugalski et al. [11] presented a scan cell called a trimodal scan (TMS) cell. It defines a separate 
compaction mode, accumulating test responses, and shifting out results every clock cycle. It uses two muxes 
on data path input. With control signals set to 11, output signal propagation to a CUT is prevented. This 
method in [11] dynamically configures scan cells in three modes: stimuli, compaction, and mission. It puts 
most cells in functional mode during testing, thereby saving power. 

A scan cell working on a single phase of a clock for the entire operation is presented in [19]. Power 
consumption is reduced since the number of transitions is less than in operation with two phases. One 
drawback of this cell is that it has a common port for functional and test data. So redundant switching 
happening in combinational logic during shifting test patterns is not prevented. 


4.2. Segmentation and using non-overlapping or staggered clocks 

Segmentation-based techniques are most popular for reducing shift power. They are easier to 
incorporate into the standard implementation flow, do not add extra testing time, and only need a small extra 
area. It partitions the scan chain into segments that are shifted one at a time to reduce shift power. DFT 
architectures based on segmentation are discussed in this section. In addition to the papers listed below, 
papers [20], [21] also uses segmentation-based techniques. 

Lee et al. [22] presented a segmentation technique to reduce shift power that skips segments. First, it 
analyses each pattern to understand which segments do not contribute to detecting a fault. Then, it processes 
segments serially from first to last and generates a mode control signal to skip segments that do not 
contribute. Further, it uses a heuristic to merge patterns with the same skip segments. Lim ef al. [23] 
extended the scan segment skip technique to maximize the bypass portion. First, it analyzes patterns to note 
the weighted transition value for each scan cell. Then, it reorders cells according to the descending value of 
weight values. Finally, it reorders patterns to avoid possible chain length differences in shifting out of the 
pattern due to bypassing segments. 

Scan architectures presented in [24], [25] split chains into multiple segments considering data 
dependency. During the capture operation, a selective number of segment groups are enabled in a cycle to 
capture the partial test response for each test pattern. Finally, the capture operation is repeated to receive a 
response from all segments. It starts with splitting each chain into multiple segments based on layout 
information. Then, it builds dependency graphs and assigns cells to segments to reduce data path crossings. 

Iwata et al. [26] proposed using staggered clocks to reduce shift power in ultra-low power device 
testing. Scan testing is prone to current variations when used during power-on self-test. Moreover, significant 
current variations could happen at the start and end of the scan testing. To suppress these current variations, 
the author proposes to use a clock with a gradual increase in speed, as shown in Figure 2. After the clock 
frequency reaches shift speed, actual scan shifting starts. 
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Figure 2. Staggered clock operation [26] 


Segmentation techniques in [24], [25] involve cutting a functional clock into multiple branches to 
feed the individual segments. Unfortunately, cutting a clock creates clock divergence at the root of the 
functional clock tree. In addition, the added mux and clock gate increases the insertion delay on the 
functional clock. These overheads take a lot of design effort and add area due to clock buffering to balance 


Developments in scan shift power reduction: a survey (Vijay Sontakke) 


3406 O ISSN: 2302-9285 


these clocks. Pradeep et al. [27] proposed a technique that avoids these two overheads. It uses divided and 
phase-shifted versions of a clock for shifting, as shown in Figure 3. It shifts data in multiple segments in 
parallel using such clocks. No change is made to the pattern generation methodology and patterns are generated 
by configuring the design for a single clock. Before testing, those patterns are modified to scramble bits. Finally, 
the stimulus and response data are sequenced alternatively to form a single input and output stream. 
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Figure 3. Scan segments with divided and phase-shifted clocks [27] 


Wang et al. [28] presented a method to assign blocks to be used with a clock staggering technique. It 
considers the physical location and power supply network while assigning the blocks. For example, it does 
not assign two neighboring blocks that share the same power rail to a segment group, thereby avoiding 
toggling them simultaneously during shift. Instead, based on the location of blocks, power supply 
connections, and the number of wires, blocks are chosen to be driven by a staggered clock. Finally, it 
presents a heuristics algorithm to make optimal assignments of blocks. 


4.3. Modifying scan path 

A scan path modification-based methodology is presented in [29], in which an exclusive OR (XOR) 
gate is added at the scan input (SI) port of each flip-flop. First, it generates a pattern set by setting the XOR 
control line as 0. It then creates another set of patterns by transforming the initial set by setting the XOR 
control line as 1. Finally, toggle counting is done for each pattern in the original set, modified set, and a 
pattern with fewer toggles is chosen to become part of the final set. Though the method is simpler to get 
patterns with reduced power, it incurs a very high area overhead as one XOR gate is added per flop. 

Seo et al. [30] presented a decompressor-multiple input signature register (MISR)-based scan 
architecture in which all flip-flops in a scan chain are connected to a SI port, reducing a large number of SA 
caused by the shifting patterns serially. Furthermore, it connects flip-flop outputs directly to scan output (SO) 
ports eliminating the shift-out power. Cells are divided into groups. Shift operation is enabled for one group 
at a time, while capture operation is performed simultaneously for all groups. A similar technique for shift 
power reduction is used in [25], which connects scan cells directly to SI and SO ports. Rau and Wang [31] 
also presented technique of modifying scan path to save power during shift operation. 


4.4. Scan chain ordering 

In the conventional DFT design flow, the synthesis tool assigns an instance name to each flip-flop in 
the netlist and the flip-flops are stitched in alphabetical order by instance name into the scan chains. 
However, to reduce SA in the combinational logic or in the chain itself, the ordering of cells could be 
changed. This section surveys the techniques that build chains to reduce shift power. 


4.4.1. Ordering chains based on logic connectivity 

Pathak et al. [32] proposed a methodology for scan stitching called logic cluster controllability 
(LoCCo). First, it performs circuit analysis to create combinational logic clusters between flip-flops. Then, it 
calculates combinations of bits required at the flops' output to test the clusters' logic. Finally, the stitching 
algorithm places flops with higher and lower test combinations requirements at the beginning and end of the 
chain, respectively. When patterns are generated with such chains, don't-care bits get clustered at the end of a 
chain, resulting in reduced power consumption during the loading of a pattern. 

Lee et al. [33] presented a scan cell ordering method that considers reduction during both scan 
loading and unloading. Using controllability analysis, the method groups flops with similar scan-out data in 
the same chain. Flops are arranged in ascending order of probability of capturing 1 and 0. Chains are formed 
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with cells having similar probability to ensure the formation of the same bit streams in the scan chains as far 
as possible. The author uses the same principle as [32] to reduce shift-in power. It analyzes the fanout of cells 
and puts flops with greater influence at the front of scan chains and lower influence value at the end of the 
scan chain, as shown in Figure 4. 

Zhang et al. [34] presented a method to create scan chain groups to be shifted one at a time instead 
of shifting simultaneously to reduce shift power consumption. It focuses on the problem of scan cell data 
retention due to excessive IR-drop during shifting test patterns. IR-drop occurs when too many flops switch 
simultaneously and over-stress the power delivery network. As soon as the area around the flop experiences 
switching above a threshold, the supply voltage to the flop may drop too low, and the flop's value may get 
flipped. Figure 5 depicts such data corruption. The paper presents an algorithm that considers all circuit 
elements, including clock tree buffers, scan cells, and combination logic gates to determine the grouping of scan 
cells to be tested simultaneously. The method does not use data from any test patterns. Instead, it analyzes 
circuit structure and cell placements to construct hypergraphs and uses a standard satisfiability (SAT) solver. 
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Figure 4. Scan stitching proposed in [33] 
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Figure 5. Data corruption due to simultaneous shifting of chains [34] 


Zhang et al. [35] extended the technique to mitigate shift timing failures caused by excessive IR-drop 
on clock buffers. Similar to [34], it uses netlist and layout information. It estimates skews using proximity and 
defining impact area. In addition, the algorithm works towards creating groups of chains to reduce the 
imbalance of SA around clock paths of neighboring scan flip-flops in a chain. These test pattern-independent 
methods make them more practical for implementation in an actual test design flow. 


4.4.2. Ordering chains based on pattern contents 

Techniques presented in [36]-[38] use patterns based on default scan cell ordering. They analyze the 
care bits distribution in them. Later they use the information to decide the order of the cells in a chain. 
Cho et al. [36] presented a technique that generates patterns without x-filling to identify care bits for scan 
cells. It reorders scan chains to put cells with higher and lower care density at the beginning and end of the 
chain, respectively. Placing lower care bit density cells at the end of the chain results in less switching when 
data traverse through the chain. 
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The technique presented by Seo et al. [38] calculates the weighted hamming distance (WHD) for 
each scan cell. Then scan cells are arranged based on their WHD in ascending order and the stitching 
algorithm connects them in order. Scan cells with minimum and maximum WHD are placed at the front and 
end of the chain, respectively. Similarly, a technique in [37] stitches the scan cells with similar weights for 
logic 1 and 0's into the same scan chain. 


4.4.3. Ordering chains using both logic connectivity and pattern contents information 

The technique presented in [39] focuses on reducing routing overhead. It creates clusters of scan 
cells based on their distribution. It uses the K-means algorithm, which considers routing constraints for this 
purpose. The method chooses a cluster for assigning a border scan cell so that the number of transitions is 
less when the test patterns are applied. It evaluates the number of transitions caused by the connected scan 
cells during test application and reorders them to minimize it. 

The technique in [40] creates partitions and assigns flops using layout information. Then, it uses 
initial test patterns and performs x-filling to create bit streams with similar values (either 1 or 0). Finally, it 
performs scan stitching using physical distance information of scan cells from DEF and WTM values 
calculated using patterns after x-filling. 

Kim et al. [41] presented a scan chain architecture that creates scan segments depending on circuit 
topology. Figures 6(a) and (b) show an example with seven scan cells and segments created with default 
order for it, typically alphabetically of instance names, respectively. The proposed method reduces the 
shifting power by bypassing scan segments to reduce SA. First, it analyzes initial test patterns to identify scan 
cells with don't care values. These cells are assigned to one segment. Next, scan cells connected to the same 
combinational logic are classified into the same scan segment, which increases the number of segments that 
can be bypassed. Figure 6(c) shows partitioning for the example circuit after such analysis. 


bypass 


Figure 6. Scan partitioning proposed in [41], (a) example circuit, (b) partitioning with default order, and 
(c) partitioning with logic analysis 


4.5. Pattern modification 

Holst et al. [42] presented a pattern modification flow to reduce IR-drop-induced scan shift errors. 
Figure 7 lists various activities being performed in it. Excessive switching during shifting causes localized 
IR-drop around clock buffers and introduces delays. The method analyses the circuit to understand aggressor 
cells for each scan cell which affects the timing of the shift path connected between it and the predecessor 
scan cell. It uses initial patterns generated using ATPG and simulates them by annotating timing information. 
Toggle events during each cycle are noted and delays due to each are estimated using a weighted sum. 
Further, pattern analysis is done for delays having the potential to corrupt shift data and the vector is updated 
such that the scan cell with potential timing violation does not receive toggled data during the cycle. The 
method guarantees patterns with no shift data corruption due to IR-drop during shifting. This method is quite 
attractive as it is post-ATPG and non-intrusive. 

Karmakar et al. [43] presented a dictionary-based technique to reduce shift power. Power reduction 
is achieved by filling the don't care bits such that transitions are minimized. However, a high compression 
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ratio is achieved by filling the don't care bits to get more sub-vectors, which increases the transitions. The 
technique performs x-filling with a trade-off between these two. First, it divides floorplan to create blocks of 
similar size and performs thermal simulation to create a database of power values of each logic gate in 
design. Then it performs x-filling on test patterns to reduce transitions with the baseline method presented in 
[44]. In addition, it improves the method by performing x-filling on multiple chains instead of a single chain. 
Further, it creates compatible slices from the patterns and uses a heuristic to get compressed patterns. 

X-filling techniques offer a simple yet effective solution to reduce shift power during scan testing. 
The basic x-filling algorithms replace the unspecified bits with either 0 or 1 or adjacent bits, which minimizes 
SA. Techniques presented in [45]-[47] use these algorithms to create pattern sets with reduced shift power. It 
calculates power consumption for each pattern using them and chooses the patterns which produce the least 
switching while maintaining fault coverage. 
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Figure 7. Pattern modification flow [42] 


4.6. Pattern reordering 

Maity et al. [48] proposed a test vector reordering technique to reduce SA in a scan chain. For a few 
flops, the current vector value and previous response value may be complementary, which results in 
significant switching when they traverse through the chain. The method uses a modified Prim's algorithm. It 
calculates the SA cost for each pair of vectors ordering in both directions and gives ordering with minimal test 
power. It splits the design into sub-blocks. It performs reordering at an inter-block level and merges the vector 
sets. Splitting strategy significantly improves run time and memory requirements, thereby offering advantages 
over clash-based and particle swarm optimization (PSO) based reordering techniques presented in [49], [50]. 

Kumar et al. [51] presented a technique to reorder patterns to reduce shift power. It calculates 
hamming distance between successive patterns. It starts with the first pattern as a pivot pattern and chooses a 
pattern with minimum hamming distance to be next in position. It performs this process for remaining patterns. 
Further, it uses a second pattern from the original set as a pivot and creates another set of patterns. It creates such 
sets by treating each pattern as a pivot. Finally, it selects the set having minimum global hamming distance. 


5. TECHNIQUES FOR DFT ARCHITECTURES USING BIST 

BIST-based testing offers advantages over ATPG in terms of the ability to do remote testing and 
testing for unmodelled faults. LFSRs are the most widely used test pattern generator due to their small size 
and ability to generate unique patterns. However, being pseudo-random, consecutive patterns generated by 
LFSR have a very low correlation, resulting in high SA [3]. Like pseudo-random LFSR-based BIST, 
deterministic BIST also results in high toggle activity during shifting. Several techniques have been proposed 
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to reduce this switching. While most papers focus on switching reduction in circuits employing 
puedo-random LFSR-based BIST, few papers also present techniques for deterministic-BIST-based circuits. 
This section provides a review of recently proposed techniques. 


5.1. Counter to generate single input change sequences 

Margade et al. [52] presented a technique to reduce shift-in power while testing using a logic 
built-in self-test (LBIST). The technique uses the Johnson counter to generate a SIC bit stream. It contains an 
LFSR-based seed generator to create unique patterns. Outputs of LFSR and Johnson counter are XOR'ed and 
fed to the scan chain as a test pattern. Since patterns fed to chains have low input transitions, shift-in power is 
reduced. Later a technique that also uses Johnson counter to reduce power is presented in [53]. 

One drawback of using a random-single input change (RSIC) generation method based on LFSR is 
an increase in test length. Also, the seed needs to be carefully chosen [54]. Cao et al. [55] presented a 
sequential single input change (SSIC) sequence generation based on deterministic BIST to lower power 
during shift. The SIC test sequence is created based on ATPG. The method generates an input bit stream in 
an orderly manner. It uses a counter instead of a pseudo-random source LFSR and inverts the vector bit 
sequentially in each test cycle. Due to its deterministic nature, SSIC-generated sequences achieve better fault 
coverage than RSIC-based sequences. 


5.2. Low-pass filter 

A pseudo-low-pass-filter (PLPF) suppresses the toggle rate by taking the moving average of the SI 
bit stream [56]. Figure 8 shows two of such filters. Kato et al. [57] presented a technique to reduce power 
which controls the toggle rate of pseudo-random patterns. The proposed method inserts a PLPF with fewer 
logic gates between a scan chain and a phase shifter for filter (PSF) as shown in Figure 8(a). The output of 
this PLPF toggles when a past bit is different from both input values. It ignores toggles occurring at the 
current and future bit of PSF. 

Bhandari et al. [58] presented another variant of the random toggle rejects circuit. The random reject 
circuit is added for each shift register stage of LFSR. The output of two consecutive registers is given to these 
circuits as shown in Figure 8(b). This circuit partially fixes bit values to produce correlated adjacent bit 
sequences. Further, the method uses a complimentary version of signals as data output, which helps reduce 
LFSR's size requirement. 


Ppres[n],[n-1] 


Ppres[0] 


(b) 


Figure 8. Low-pass filters, (a) filter with mux select from scan chain [57] and (b) filter with mux select from 
LFSR stage [58] 


5.3. Weight-based segmentation 

Issa et al. [59] presented a weight-based segmentation technique to reduce power during BIST 
pattern application. It calculates the scan cell's weight 1 (or 0) by finding a ratio of the number of test vectors 
where the cell is 1 (or 0) to the total test vectors. Cells with similar weights are connected in the same scan 
chain. Using weights increases the likelihood of generating needed tests for detecting faults. Further, it 
replaces XOR gates in the phase shifter with a simple combinational circuit. The biased circuit helps to get 
high fault coverage in the shorter test length as well as reduces the number of transitions while loading a bit 
stream in a scan chain. Techniques presented in [57]-[60] also fall under the category of biased circuits. 

Filipek et al. [60] presented a DFT architecture, as shown in Figure 9. It produces binary sequences 
with a preselected toggling (PRESTO) rate. The toggle rate is chosen using a value in a control register called 
switching, which is loaded once per pattern. It also allows the scan chains to be driven by constant values 
instead of professional rules and practice guidelines (PRPG) for a given period, providing additional 
flexibility to create low transition patterns. The DFT architecture provides a hybrid test solution that 
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combines LBIST and ATPG-based embedded test compression. Due to the deterministic nature of the BIST, 
a highly efficient pattern set could be generated using the solution. 
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Figure 9. Hybrid test solution [60] 


Shivakumar et al. [61] presented a weighted pseudo-random test pattern generator to reduce power 
during the BIST. It uses the Galois scheme and provides particular weights to the respective scan chains through 
the weighted mux. The test patterns are generated concurrently using the shift registers and Galois operation, 
producing low stitching transition patterns and improving fault coverage. Xiang et al. [62] proposed a weighted 
pseudo-random pattern generation method to reduce power. It analyzes cost by assigning weights to each scan 
chain and choosing the optimal value. Further, it activates only a small number of scan chains in a single cycle 
and feeds constant data to disabled chains. Sankari and Maheswari [63] also presented a weight based 
segmentation technique to save power during shift operation. 


5.4. Bit-swapped linear feedback shift register 

Bit-swapping LFSR reduces the number of transitions in SI being applied to CUT. The technique 
swaps the value of a cell with its adjacent cell's value if the current value of the third cell in LFSR is 0 and 
leaves it unchanged if it is 1. Transitions due to two cells can be reduced by 25% using a swapping method 
[64]. Sharan et al. [65] presented a design, as shown in Figure 10, to reduce power during BIST pattern 
application. It uses a bit-swapped LFSR and a modified MISR to generate low transition patterns. 
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Figure 10. Bit-swapped LFSR [65] 


6. DISCUSSION 
Several techniques to reduce scan shift power have been described in sections 4 and 5. Table 3 and 4 


lists the techniques alongwith references. Few papers presented multiple techniques and those techniques are 
listed as separate entry in respective type. This section presents summary of them. 
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Table 3. Techniques for DFT architectures using ATPG 


Sr. Technique Type References 
1 Special scan cell Structural [9]-[19] 
2 Segmentation and using non-overlapping or staggered clocks Structural [20]-[28] 
3 Modifying scan path Structural [25], [29]-[31] 
4 Ordering chains based on logic connectivity Structural [32]-[35] 
5 Ordering chains based on pattern contents Structural [36]-[38] 
6 Ordering chains using both logic connectivity and pattern contents information Structural [39]-[41] 
7 Pattern modification Pattern optimization [42]-[47] 
8 Pattern reordering Pattern optimization [48]-[51] 
Table 4. Techniques for DFT architectures using BIST 

Sr. Technique Type References 

1 Counter to generate SIC sequences Structural [52]-[55] 

2 Low-pass filter Structural [56]-[58] 

3 Weight-based segmentation Structural [59]-[63] 

4 Bit-swapped LFSR Structural [64], [65] 

5 Biased circuitry for pattern generation t Structural [57]-[60] 

6 Target deterministic BIST t Structural [55], [60] 


tSections 4 and 5 do not contain separate sub-sections for these techniques. They are covered as part of other sub-sections 


6.1. Techniques for design for test architectures using automatic test pattern generator 
6.1.1. Structural type 


Structural modification techniques block flop output or use special flops. They increase circuit area 


and degrade performance. 


Segmentation techniques do not add blocking logic to the stimulus path; thus, the performance of the 
design is not affected. Moreover, these techniques reuse test sets generated for standard scan architectures; 
hence, it does not require unique ATPG algorithms. They reduce average power effectively. They require 
careful planning; however, they are easier to implement and well-supported by commercial computer-aided 
design (CAD) tools. They provide the most efficient solutions regarding shift-power reduction, 
integrability into existing design flows, area, and testing time overhead compared to other approaches. 
Techniques involving building chains based on logic or modifying scan paths require using a unique 
algorithm and require high computational times. 

Scan chain reordering methods offer an effective solution to reduce shift power. It does not add any extra 
logic apart from area overhead due to wire length increase which can be reduced using an efficient layout 
synthesis tool. Furthermore, it does not have any impact on test coverage and test time. 


6.1.2. Pattern optimization type 


These are attractive techniques to reduce shift power as they are post-ATPG and do not incur any 


circuit performance degradation. However, it requires developing an algorithm to process toggle events and 
use layout information to estimate delays due to them. 


The x-filling techniques offer a simple solution and are well supported by commercial CAD tools. 
However, one of the limitations they suffer is when a compression circuit is added to the design. Test 
generation methodology supports low power shift patterns using them, but their effectiveness is limited as 
filling the don't care bit process also needs to satisfy the compression algorithm. 

Pattern reordering techniques do not cause any overhead but require using a special algorithm and require 
huge computation time to process larger designs' patterns. 


6.2. Techniques for design for test architectures using built-in self-test 


The techniques based on low-pass filter uses extra gates to get more correlated patterns. The 


drawbacks of these techniques are; i) lower fault coverage since some random features are lost in these 
patterns and ii) increased test application time. 


The hybrid test solution [60] is a viable technique as it uses deterministic compression and is well 
supported by a commercial CAD tool. 

Techniques using weighted scan segments produce biased test patterns. They offer the advantage of 
reducing test application time since fault coverage will be achieved using lesser patterns compared to 
pseudo-random patterns. 

Techniques using low-pass filters add gates and muxes on scan chain input. Typically, they add 2 to 4 
levels of logic which increases delay and reduces the frequency of shift operation, in addition to an 
increase in area overhead. 
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6.3. Guiding principles 

Each technique offers unique benefits. They have certain limitations as well. So, it is crucial to 
understand them. When selecting a technique, the following constraints could be used as the guiding 
principles: i) performance degradation of system functionality in terms of area and operating speed, 
ii) increase in test time or decrease in fault coverage, and iii) compliance with the design flow for 
implementation. 


7. CONCLUSION 

The revolution of system on chip (SoC) has brought new challenges to both functional and test 
power dissipation. In test mode, excessive SA causes high power dissipation, overheating, and damaging the 
circuit. The SA rate is the primary limiting factor in determining maximum shift frequency and a reduction in 
it enables scan operations to be performed with increased frequency, resulting in saving test costs. This paper 
presented a survey of techniques for reducing scan shift power. A classification of techniques was presented, 
their limitations, and possible solutions were discussed. Each method has operational limitations, but a 
framework can be developed to use a combination of techniques. 

Though partitioning techniques appear efficient, most do not avoid switching in combinational logic. 
Reducing these redundant switching would be future research. Scan chain reordering methods offer an 
effective solution. However, currently available commercial CAD tools still need to offer solutions to 
implement algorithms that derive the optimum order of scan cells which could be another future research area. 


REFERENCES 

[1] M. Pedram, “Power minimization in IC design: principles and applications,” ACM Trans. Des. Autom. Electron. Syst., vol. 1, no. 
1, pp. 3—56, Jan. 1996, doi: 10.1145/225871.225877. 

[2] S. Gerstendorfer and H.-J. Wunderlich, “Minimized power consumption for scan-based BIST,” in International Test Conference 
1999. Proceedings (IEEE Cat. No.99CH37034), Sep. 1999, pp. 77-84, doi: 10.1109/TEST.1999.805616. 

[3] Y. Zorian, “A distributed BIST control scheme for complex VLSI devices,” in Digest of Papers Eleventh Annual 1993 IEEE VLSI 
Test Symposium, Apr. 1993, pp. 4-9, doi: 10.1109/VTEST.1993.313316. 

[4] T. Yoshida and M. Watati, “A new approach for low-power scan testing,” in International Test Conference, 2003. Proceedings. 
ITC 2003., Sep. 2003, pp. 480-487, doi: 10.1109/TEST.2003.1270873. 

[5] K. M. Butler, J. Saxena, A. Jain, T. Fryars, J. Lewis, and G. Hetherington, “Minimizing power consumption in scan testing: pattern 
generation and DFT techniques,” in 2004 International Conferce on Test, Oct. 2004, pp. 355-364, doi: 
10.1109/TEST.2004. 1386971. 

[6] R. Sankaralingam, R. R. Oruganti, and N. A. Touba, “Static compaction techniques to control scan vector power dissipation,” in 
Proceedings 18th IEEE VLSI Test Symposium, Apr. 2000, pp. 35—40, doi: 10.1109/VTEST.2000.843824. 

[7] P. Basker and A. Arulmurugan, “Survey of low power testing of VLSI circuits,” in 2012 International Conference on Computer 
Communication and Informatics, Jan. 2012, pp. 1-7, doi: 10.1109/ICCCI.2012.6158884. 

[8] G. S. Kumar and K. Paramasivam, “Test power minimization of VLSI circuits: A survey,” in 20/3 Fourth International 
Conference on Computing, Communications and Networking Technologies (ICCCNT), Jul. 2013, pp. 1-6, doi: 
10.1109/ICCCNT.2013.6726569. 

[9] S. Ukey, S. Rathkanthiwar, and S. Kakde, “VLSI implementation of low power scan based testing,” in 20/6 International 
Conference on Communication and Signal Processing (ICCSP), Apr. 2016, pp. 0866-0870, doi: 10.1109/ICCSP.2016.7754270. 

[10] X. Cao, H. Jiao, and E. J. Marinissen, “A Bypassable Scan Flip-Flop for Low Power Testing With Data Retention Capability,” 
IEEE Trans. Circuits Syst. II Express Briefs, vol. 69, no. 2, pp. 554-558, Feb. 2022, doi: 10.1109/TCSII.2021.3096885. 

[11] G. Mrugalski, J. Rajski, J. Solecki, J. Tyszer, and C. Wang, “Trimodal Scan-Based Test Paradigm,” JEEE Trans. Very Large Scale 
Integr. VLSI Syst., vol. 25, no. 3, pp. 1112-1125, Mar. 2017, doi: 10.1109/TVLSI.2016.2608984. 

[12] S. Potluri, A. S. Trinadh, S. B. Ch., V. Kamakoti, and N. Chandrachoodan, “DFT Assisted Techniques for Peak Launch-to-Capture 
Power Reduction during Launch-On-Shift At-Speed Testing,” ACM Trans. Des. Autom. Electron. Syst., vol. 21, no. 1, pp. 1-25, 
Dec. 2015, doi: 10.1145/2790297. 

[13] S. Ahlawat and J. T. Tudu, “On minimization of test power through modified scan flip-flop,” in 2016 20th International 
Symposium on VLSI Design and Test (VDAT), May 2016, pp. 1—6, doi: 10.1109/ISVDAT.2016.8064878. 

[14] M. R. Gowthami, G. Harish, B. V. B. Ram, and S. Yellampalli, “Modified low power scan based technique,” in 20/5 19th 
International Symposium on VLSI Design and Test, Jun. 2015, pp. 1-5, doi: 10.1109/ISVDAT.2015.7208 126. 

[15] S. Janwadkar and M. T. Kolte, “Design & implementation of high speed low power scan flip-flop,” in 2016 IEEE International 
Conference on Recent Trends in Electronics, Information & Communication Technology (RTEICT), May 2016, pp. 2010-2014, 
doi: 10.1109/RTEICT.2016.7808191. 

[16] B. Nagesh and B. S. N. Chandra, “Designof Efficient Scan Flip-Flop,” in 2021 International Conference on Recent Trends on 
Electronics, Information, | Communication & Technology (RTEICT), Aug. 2021, pp. 146-150, doi: 
10.1109/RTEICT52294.2021.9573924. 

[17] S. Ahlawat, J. Tudu, A. Matrosova, and V. Singh, “A High Performance Scan Flip-Flop Design for Serial and Mixed Mode Scan 
Test,” IEEE Trans. Device Mater. Reliab., vol. 18, no. 2, pp. 321-331, Jun. 2018, doi: 10.1109/TDMR.2018.28354 14. 

[18] S. Ahlawat, J. Tudu, A. Matrosova, and V. Singh, “A New Scan Flip Flop Design to Eliminate Performance Penalty of Scan,” in 
2015 IEEE 24th Asian Test Symposium (ATS), Nov. 2015, pp. 25-30, doi: 10.1109/ATS.2015.12. 

[19] K. Eedupuganti and N. S. Murty, “High Performance and Power-Aware Scan Flip-Flop Design,” in 2017 IEEE International 
Conference on Computational Intelligence and Computing Research (ICCIC), Dec. 2017, pp. 1-4, doi: 
10.1109/ICCIC.2017.8524476. 


Developments in scan shift power reduction: a survey (Vijay Sontakke) 


3414 O ISSN: 2302-9285 


[20] 


[21] 
[22] 
[23] 
[24] 
[25] 
[26] 


[27] 


[28] 


[29] 


[30] 


[31] 


[32] 
[33] 
[34] 
[35] 


[36] 


[37] 


[38] 
[39] 
[40] 
[41] 
[42] 
[43] 
[44] 
[45] 


[46] 


[47] 


[48] 


[49] 


[50] 


P. N. Solanki, N. Ranpura, and Y. D. Parmar, “DFT Methodologies for Reducing Shift Power of Compression Architecture for 
28NM ASIC,” in 2018 2nd International Conference on Trends in Electronics and Informatics (ICOEI), May 2018, pp. 1—4, doi: 
10.1109/ICOEI.2018.8553799. 

S. Gupta, B. Bhaskaran, S. Sarangi, A. Abdollahian, and J. Dworak, “A Novel Graph Coloring Based Solution for Low-Power 
Scan Shift,” in 2019 IEEE 37th VLSI Test Symposium (VTS), Apr. 2019, pp. 1—6, doi: 10.1109/VTS.2019.8758676. 

H. Lee, J. Lee, H. Lim, and S. Kang, “A scan segment skip technique for low power test,” in 2015 International SoC Design 
Conference (ISOCC), Nov. 2015, pp. 127-128, doi: 10.1109/ISOCC.2015.7401669. 

H. Lim, W. Kang, S. Seo, Y. Lee, and S. Kang, “Low power scan bypass technique with test data reduction,” in Sixteenth 
International Symposium on Quality Electronic Design, Mar. 2015, pp. 173—176, doi: 10.1109/ISQED.2015.7085419. 

Z. Jiang, D. Xiang, and K. Shen, “A Novel Scan Segmentation Design for Power Controllability and Reduction in At-Speed Test,” 
in 2015 IEEE 24th Asian Test Symposium (ATS), Nov. 2015, pp. 7-12, doi: 10.1109/ATS.2015.9. 

Z. Jiang, D. Xiang, and K. Shen, “A scan segmentation architecture for power controllability and reduction,” in 2015 28th IEEE 
International System-on-Chip Conference (SOCC), Sep. 2015, pp. 269-274, doi: 10.1109/SOCC.2015.7406961. 

H. Iwata, Y. Maeda, and J. Matsushima, “A Power Reduction Method for Scan Testing in Ultra-Low Power Designs,” in 2021 
IEEE 30th Asian Test Symposium (ATS), Nov. 2021, p. 141, doi: 10.1109/ATS52891.2021.00037. 

W. Pradeep, P. Narayanan, R. Mittal, N. Maheshwari, and N. Naresh, “Frequency scaled segmented (FSS) scan architecture for 
optimized scan-shift power and faster test application time,” in 2017 IEEE International Test Conference (ITC), Oct. 2017, pp. 1- 
10, doi: 10.1109/TEST.2017.8242052. 

R. Wang et al., “A programmable method for low-power scan shift in SoC integrated circuits,” in 2016 IEEE 34th VLSI Test 
Symposium (VTS), Apr. 2016, pp. 1—6, doi: 10.1109/VTS.2016.7477289. 

B. Kumar, B. Nehru, B. Pandey, V. Singh, and J. Tudu, “A technique for low power, stuck-at fault diagnosable and reconfigurable 
scan architecture,’ in 2016 IEEE East-West Design & Test Symposium (EWDTS), Oct. 2016, pp. 1-4, doi: 
10.1109/EWDTS.2016.7807675. 

S. Seo, Y. Lee, J. Lee, and S. Kang, “A scan shifting method based on clock gating of multiple groups for low power scan testing,” 
in Sixteenth International Symposium on Quality Electronic Design, Mar. 2015, pp. 162—166, doi: 10.1109/ISQED.2015.7085417. 

J.-C. Rau and J.-X. Wang, “A Scan-Based Lower-Power Testing Architecture for Modern Circuits,” in 202] International 
Symposium on Intelligent Signal Processing and Communication Systems (ISPACS), Nov. 2021, pp. 1-2, doi: 
10.1 109/ISPACS5 1563.2021.9651069. 

S. Pathak, A. Grover, M. Pohit, and N. Bansal, “LoCCo-Based Scan Chain Stitching for Low-Power DFT,” JEEE Trans. Very 
Large Scale Integr. VLSI Syst., vol. 25, no. 11, pp. 3227-3236, Nov. 2017, doi: 10.1109/TVLSI.2017.2735864. 

S. Lee, K. Cho, S. Choi, and S. Kang, “A New Logic Topology-Based Scan Chain Stitching for Test-Power Reduction,” IEEE 
Trans. Circuits Syst. II Express Briefs, vol. 67, no. 12, pp. 3432-3436, Dec. 2020, doi: 10.1109/TCSII.2020.3004371. 

Y. Zhang, S. Holst, X. Wen, K. Miyase, S. Kajihara, and J. Qian, “Scan Chain Grouping for Mitigating IR-Drop-Induced Test 
Data Corruption,” in 2017 IEEE 26th Asian Test Symposium (ATS), Nov. 2017, pp. 145-150, doi: 10.1109/ATS.2017.37. 

Y. Zhang et al., “Clock-Skew-Aware Scan Chain Grouping for Mitigating Shift Timing Failures in Low-Power Scan Testing,” in 
2018 IEEE 27th Asian Test Symposium (ATS), Oct. 2018, pp. 149-154, doi: 10.1109/ATS.2018.00037. 

K. Cho, J. Kim, H. Oh, S. Lee, and S. Kang, “A New Scan Chain Reordering Method for Low Power Consumption based on Care 
Bit Density,’ in 2019 International SoC Design Conference (ISOCC), Oct. 2019, pp. 134-135, doi: 
10.1109/ISOCC47750.2019.9078527. 

P. Aswathy, M. Vinodhini, and K. Vipin, “Weight Based Segmentation of Scan Cells for Efficient ATPG Technique,” in 2019 3rd 
International Conference on Computing Methodologies and Communication (ICCMC), Mar. 2019, pp. 214-217, doi: 
10.1 109/ICCMC.2019.88 19849. 

S. Seo et al., “Scan Chain Reordering-Aware X-Filling and Stitching for Scan Shift Power Reduction,” in 2015 IEEE 24th Asian 
Test Symposium (ATS), Nov. 2015, pp. 1—6, doi: 10.1109/ATS.2015.8. 

A. Cui, T. Yu, G. Qu, and M. Li, “An improved scan design for minimization of test power under routing constraint,” in 2015 
IEEE International Symposium on Circuits and Systems (ISCAS), May 2015, pp. 629-632, doi: 10.1109/ISCAS.2015.7168712. 

S. Seo, K. Cho, Y.-W. Lee, and S. Kang, “A Statistic-Based Scan Chain Reordering for Energy-Quality Scalable Scan Test,” JEEE 
J. Emerg. Sel. Top. Circuits Syst., vol. 8, no. 3, pp. 391—403, Sep. 2018, doi: 10.1109/JETCAS.2018.2833846. 

H. Kim, H. Oh, S. Lee, and S. Kang, “Low Power Scan Chain Architecture Based on Circuit Topology,” in 2018 International 
SoC Design Conference (ISOCC), Nov. 2018, pp. 267—268, doi: 10.1109/ISOCC.2018.8649956. 

S. Holst et al., “Analysis and mitigation or IR-Drop induced scan shift-errors,” in 2017 IEEE International Test Conference (ITC), 
Oct. 2017, pp. 1-8, doi: 10.1109/TEST.2017.8242055. 

R. Karmakar and S. Chattopadhyay, “Thermal-Aware Test Data Compression Using Dictionary Based Coding,” in 2015 28th 
International Conference on VLSI Design, Jan. 2015, pp. 53-58, doi: 10.1109/VLSID.2015.14. 

A. Dutta, S. Kundu, and S. Chattopadhyay, “Thermal Aware Don’t Care Filling to Reduce Peak Temperature and Thermal 
Variance during Testing,” in 2013 22nd Asian Test Symposium, Nov. 2013, pp. 25-30, doi: 10.1109/ATS.2013.15. 

A. S. Priya and K. S, “Power Optimization of VLSI Scan under Test using X-Filling Technique,” in 2021 Emerging Trends in 
Industry 4.0 (ETI 4.0), May 2021, pp. 1-9, doi: 10.1109/ETI4.05 1663.2021.9619269. 

A. S. Priya, “Defect-aware methodology for low-power scan-based VLSI testing,” in 2015 Conference on Power, Control, 
Communication and Computational Technologies for Sustainable Growth (PCCCTSG), Dec. 2015, pp. 234-238, doi: 
10.1109/PCCCTSG.2015.7503931. 

S. V, S. Raghav, and A. J. P, “Efficient don’t-care filling method to achieve reduction in test power,” in 2015 International 
Conference on Advances in Computing, Communications and Informatics (ICACCI), Aug. 2015, pp. 478—482, doi: 
10.1109/ICACCL2015.7275654. 

H. Maity, K. Khatua, S. Chattopadhyay, I. Sengupta, G. Patankar, and P. Bhattacharya, “A New Test Vector Reordering 
Technique for Low Power Combinational Circuit Testing,” in 2020 International Symposium on Devices, Circuits and Systems 
(ISDCS), Mar. 2020, pp. 1—6, doi: 10.1 109/ISDCS49393.2020.9262975. 

R. Karmakar, A. Agarwal, and S. Chattopadhyay, “Testing of 3D-stacked ICs with hard- and soft-dies - a Particle Swarm 
Optimization based approach,” in 2015 IEEE 33rd VLSI Test Symposium (VTS), Apr. 2015, pp. 1-6, doi: 
10.1109/VTS.2015.7116268. 

J. Kennedy and R. Eberhart, “Particle swarm optimization,” in Proceedings of ICNN’95 - International Conference on Neural 
Networks, Nov. 1995, pp. 1942-1948 vol.4, doi: 10.1 109/ICNN. 1995.488968. 


Bulletin of Electr Eng & Inf, Vol. 12, No. 6, December 2023: 3402-3415 


Bulletin of Electr Eng & Inf ISSN: 2302-9285 O 3415 


[51] 


[52] 


[53] 


[54] 


[55] 


[56] 
[57] 


[58] 


[59] 
[60] 


[61] 


[62] 


[63] 


Ch. N. Kumar, A. Madhumitha, N. S. Preetam, P. V. Gupta, and J. P. Anita, “Fault Diagnosis Using Automatic Test Pattern 
Generation and Test Power Reduction Technique for VLSI Circuits,” in 2019 3rd International Conference on Trends in 
Electronics and Informatics (ICOEI), Apr. 2019, pp. 412—417, doi: 10.1109/ICOEI.2019.8862751. 

P. Margade, “Low power testing using re-configurable Johnson counter and scalable SIC counter,’ in 2015 International 
Conference on Communications and Signal Processing (ICCSP), Apr. 2015, pp. 1454-1458, doi: 10.1109/ICCSP.2015.7322754. 
V. Govindaraj, K. Manoharan, K. L. Prabha, S. Dhanasekar, and K. Sreekanth, “Minimum Power Test Pattern Generator for 
Testing VLSI Circuits,” in 2022 6th International Conference on Devices, Circuits and Systems (ICDCS), Apr. 2022, pp. 27-31, 
doi: 10.1109/ICDCS54290.2022.9780773. 

L. Shaochong, H. Xueyan, S. Zhibiao, and L. Feng, “A Class of SIC Circuits: Theory and Application in BIST Design,” [EEE 
Trans. Circuits Syst. II Express Briefs, vol. 55, no. 2, pp. 161-165, Feb. 2008, doi: 10.1109/TCSII.2007.903794. 

B. Cao, D. Wen, Z. Li, and Y. Zhang, “Algorithm and Hardware Implementation for Generation of Low Power SIC Test 
Sequences,” in 2015 Fifth International Conference on Instrumentation and Measurement, Computer, Communication and 
Control (IMCCC), Sep. 2015, pp. 881-884, doi: 10.1 109/IMCCC.2015.192. 

Y. Sato, S. Wang, T. Kato, K. Miyase, and S. Kajihara, “Low Power BIST for Scan-Shift and Capture Power,” in 2012 IEEE 21st 
Asian Test Symposium, Nov. 2012, pp. 173-178, doi: 10.1109/ATS.2012.27. 

T. Kato, S. Wang, Y. Sato, S. Kajihara, and X. Wen, “A Flexible Power Control Method for Right Power Testing of Scan-Based 
Logic BIST,” in 2016 IEEE 25th Asian Test Symposium (ATS), Nov. 2016, pp. 203-208, doi: 10.1109/ATS.2016.59. 

J. K. Bhandari, M. K. Chaitanya, and G. V. Rao, “A Low Power Test Pattern Generator for Minimizing Switching Activities and 
Power Consumption,” in 2018 International Conference on Inventive Research in Computing Applications (ICIRCA), Jul. 2018, 
pp. 76-80, doi: 10.1109/ICIRCA.2018.8597212. 

A. S. Abu-Issa, “Energy-Efficient Scheme for Multiple Scan-Chains BIST Using Weight-Based Segmentation,” IEEE Trans. 
Circuits Syst. II Express Briefs, vol. 65, no. 3, pp. 361-365, Mar. 2018, doi: 10.1109/TCSIL2016.2617160. 

M. Filipek et al., “Low-Power Programmable PRPG With Test Compression Capabilities,” IEEE Trans. Very Large Scale Integr. 
VLSI Syst., vol. 23, no. 6, pp. 1063—1076, Jun. 2015, doi: 10.1109/TVLSI.2014.2332465. 

V. Shivakumar, C. Senthilpari, and Z. Yusoff, “A Low-Power and Area-Efficient Design of a Weighted Pseudorandom Test- 
Pattern Generator for a Test-Per-Scan Built-in Self-Test Architecture,” JEEE Access, vol. 9, pp. 29366-29379, 2021, doi: 
10.1109/ACCESS.2021.3059171. 

D. Xiang, X. Wen, and L.-T. Wang, “Low-Power Scan-Based Built-In Self-Test Based on Weighted Pseudorandom Test Pattern 
Generation and Reseeding,” IEEE Trans. Very Large Scale Integr. VLSI Syst., vol. 25, no. 3, pp. 942-953, Mar. 2017, doi: 
10.1109/TVLSI.2016.2606248. 

G. S. Sankari and M. Maheswari, “Energy efficientweighted test pattern generator based bist architecture,” in 2018 2nd 
International Conference on 2018 2nd International Conference on I-SMAC (IoT in Social, Mobile, Analytics and Cloud) (I- 
SMAC)I-SMAC (IoT in Social, Mobile, Analytics and Cloud) (I-SMAC), Aug. 2018, pp. 448-453, doi: 10.1109/I- 
SMAC.2018.8653768. 


[64] A. S. Abu-Issa and S. F. Quigley, “Bit-Swapping LFSR and Scan-Chain Ordering: A Novel Technique for Peak- and Average- 
Power Reduction in Scan-Based BIST,” IEEE Trans. Comput.-Aided Des. Integr. Circuits Syst., vol. 28, no. 5, pp. 755-759, May 
2009, doi: 10.1109/TCAD.2009.2015736. 

[65] S. G. Sharan, S. Jeeshnu, P. H. Annamalai, S. H. Rasheed, and E. Prabhu, “Design and Implementation of a Power Efficient 
BIST,” in 2021 5th International Conference on Computing Methodologies and Communication (ICCMC), Apr. 2021, pp. 555- 
561, doi: 10.1109/ICCMCS51019.2021.9418462. 

BIOGRAPHIES OF AUTHORS 


Vijay Sontakke © £4 BS Ù received the B.E. degree in Electronics Engineering from Shri 
Guru Gobind Singhji Institute of Engineering and Technology, Nanded, India, in 1997. He 
received the M.Tech. degree in Electronics Engineering from Visvesvaraya National Institute 
of Technology, Nagpur, India, in 1999. He is currently a design engineer at Intel Corporation, 
Allentown, PA, USA. Before Intel, he worked at Motorola, AMD, Conexant, and Ikanos 
Communications. He possesses VLSI design experience focusing on the design-for-test. He 
worked for the entire life cycle of the design-for-test, from test specification definition to 
production test program release, defined architecture for several SOCs, and led 
implementation. His current research interests include test power minimization, pattern count 
optimization, JTAG/IJTAG, 3D IC testing, and scan architecture. He can be contacted at 
email: vijay.sontakke @intel.com. 


John Dickhoff © 4 © received the B.S. degree in Electrical Engineering from Duke 
University, USA. He is currently a design engineer at Intel Corporation, Allentown, PA, USA. 
He previously held various positions at synopsys, LSI, and general electric. He has rich 
experience in high-volume, commercial hardware, and software product development. He also 
possesses expertise in designing SoCs for telecommunications, storage, networking, and 
personal computing (PC). His skill set includes RTL development, logic synthesis, and DFT 
architecture. He can be contacted at email: john.dickhoff@intel.com. 


Developments in scan shift power reduction: a survey (Vijay Sontakke) 


